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1. Please read the manual before installation and follow the installation instructions and safety
notices, ohterwise would in life-threatening injuries due to electric shock, electric arcs, fire, or
failure of the system.

2. Please check that the productisin good condition before installation. Do not use products that
are damaged or have missing parts.

3. Theinstaller must have an electrician’s license or a qualified person with electrical training.
4.Do Not Disconnect Under Load: PV plug connections must not be disconnected while

under load. They can be placed in a no load state by switching off the DC/AC converter or
breaking the AC circuit.

5. This product can only be used once. Do not adjust its use after installation.

6. Broken connectors Please use a dust hat to prevent foreign objects from entering the pollution.
7. This productis IP68 (1M1H) classification of waterproof, but can not be used in water, can not be
placed on the roof.

8. The productis prohibited from use in environments containing small molecules of oil,
hydrocarbons, phenols, ketones, ammonia, etc. that are corrosive to plastics. It is prohibited to
add or apply any grease or lubricant to the connector.

9.The productinstallation and use meet the requirements of PV modules.

10. This connector is compatible with MC4 series products..

11. Please safeguard the instruction manual and hand it over to a subsequent user.

@ RiFEE Intended use

AmATHAER (DC) BEFIESER, TURFREEER (LVDC) 34, MRFEFEMAE, WFEE
ENERmRIASHIBER TER.

This productis used for electrical connections in PV direct current (DC) circuits, and can also be
used as low voltage direct current (LVDC) components. If additional use is required, it shall be
used in compliance with the technical parameters of this product.
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FARS# Product Speciffcations _

TR RS

Connector system

d®4mm

BERE
Rated Voltage

1000V

EERM
Rated current

30A(options)

HRRESTE
Operating Temperature range

-20°C~85°C

Bk EL
Waterproof class

Insertion: IP68;
Non-insertion: IP2X

EEESS

Self-locking system

Embedded

EERS
Connected system

Multipoint connection

S

Conductor

Copper tin-plated

B
Overmolding

REPESMETPE

A i E B2 2R
Input connector

PV-MCEEZEMC4)

i o T R 2R

Output connector

PV-MCEFEZEMC4)

B4k
Wire

4mm?2/6mm?2(options)




i
MAYLAR

MCY-402-25A1(CN-EN)

550+30

58+1 80+10 _ ,47.70+2 300+20

EMERERRFAEE—RREM L BRIMEE.
RAYPMERAREZMNELR, BEHEHIR
F5, hRHHBRERE.

Meihua DC connection system has first-clas
s quality and excellent performance.
Connected by riveting technology and dou
ble-layer encapsulation, it boasts an excell
ent protection rating and delivers outstand
ing performance.
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WEENE Function introduction }

RCREGERCABRKINRERSRARRE, BEshER. BTRRENE. BERTHALCR, B
ZHENAAHNBRCAZ—PEHA.

This combiner kit is assembled using photovoltaic cables and connectors, offering high stabili
ty and easy installation. It is commonly used for photovoltaic combiner applications, merging
the currents from multiple photovoltaic modules into a single output port.

HREZ % Quick installation _

LZERABRETREDTY, BRREERSTERXK.

Before installation, make sure the productis undamaged and the current amperage matches
your requirements.

BAROREMCY 4022 KR ER P IERLR, ERkE ARG LB R RIERESER,
BiEERABENE, HEINEG, BRALEZS (Max<20N), BREERCEMS.

Install the fuse connector in the positive circuit ofthe photovoltaic system and connectit using a
PV connector.

Plug the male and female of the connector together until they are roded.Check correct
engagement by gently pulling the connector (maximum pulling force<20 N).
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FEUAE TN =8 Cable routing and wire management -
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(£ AR A A L AL AR EIE BIrERRETREER
When using connectors, employ Prohibit the use of connectors
cable ties or wire clamps for fixation.  with dangling (unterminated) ends

[EfAhErEE 0 TR R
Correct wiring diagram Incorrect wiring diagram
A\ GER: R BIEER S EER; NOTE: *Do not allow connectors to be
AEETERNERH,; contaminated by the environment;
AEETFIKF; *Do not allow that the connector is
AEILEESEZEINMED. directly on the rooffng surface;

*Do not allow that the connectoris
in standing water;

*Do not subject the connector to
mechanical stress.

R 170 132
Thanks for reading
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